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NOTES

1. Geometrics shall be confirmed prior to the installiation of signal equipment.

2+ Loop defectors and conduits shall be installed prior to the insfcl lation of pavement markings.

3. Pavement markings will be installed as part of the Deve!oﬁer's

CONSTRUCTION DETAILS PROJECT DESCRIPTION [ project or are to be considered as existing.
| | . : - ' - l ; -
' ' l. GENERAL : . : PA : 4. Revision " A ' is a revision to the traffic signal built in
A. Use mast arm pole. : - ‘
P This portion of the project involves maintance of the existing traffic control signal during : . ' C%/ TS | Mays 1987 under S.H.A. Contract No.: M-401-503-372.
B. Conduit to be maintained during construction. roadway widening at the intersection of MD 28 and 1-270 Off-Ramp “D" in ‘ - ~ : "“i\ o
- , , , ) Montgomery County, Maryland. MD 28 is considered to run in an east/west direction. . \\ 5. All underground and overhead utilities shown on these plans are schematic and are not
C. Install stop line with 24 in. white pavement marking. » | : : 3 to be considered complete. - The Contractor shall be responsible for notifying all utility companies
. . g ) , ' prior to construction so that ail utilities may be located in the field. [If the Contractor perceives
D. Raise existing handnofe frame and cover to grade. 5. INTERSECTION OPERATION : _ : that @ conflict between the utilities and the traffic signal equipment will occur. the Contractor shall
The existing phasing, cabinet/controller, and existing signal equipment notify the appropriate Project Enginear immediately.
are to be ulilized. '
The Contractor shallmaintain the existing conduit run under MD 28
during the geometric improvments.
| EQUIPMENT LIST | o | T - ' - - ' ‘ . .
GEOMETRIC LEGEND ' . : Revision " A REVISIONS APPROVALS _ .
- | o ' ’ . MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
EXISTING GEOMETRICS B. Equipment to be furnished and/or installed by the Contractor. ' ' / ' '3 . : _
Allequipment in this list shallhave catalog cuts submitied for opprovalprior to installation. _ _ ) e ' Of f ice Of Tr Gf f ic & Saf e’y '
PROPOSED GEOMETRICS ' : ' Specification . ‘ | f | | TEAM LEADERNIRAFFIC ENGINEERQG DESIGN DIVISION ‘ ‘ ' - - '
UTILITY LEGEND Quantity Units Section Description . , . o % | . & TRAFFIC ENGINEERING DESIGN DIVISION
' , - Lump Sum LS 108 Mobilization. - : . | ' ; . : (Traffic Signal Plan) S |
o o GAS MAIN - | S | 4 N | * - R
v WATER MAIN o F 555 24 in.vide HAPPTPM - white for top ine. - | | A1dflic MD 28 (W. Montgomery Ave.) at at I-270 Ramp 'D’
: : EEE(E)?R?QIE ABLES 2 EA - Raise frame -and cover of existing handhole to grade. o ' - ' \
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